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rams shall be pressure-tested against
all sizes of drill pipe in the well exclud-
ing drill collars. Surface BOP systems
shall be pressure tested with water.
The annular-type BOP shall be
successfullly tested at 70 percent of its
rated working pressure or as otherwise
approved by the District Supervisor.
Each valve in the choke and kill mani-
folds shall be successfully, sequentially
pressure tested to the ram-type BOP
test pressure.

(b) The BOP systems shall be tested
at the following times:

(1) When installed;

(2) At least every 7 days, alternating
between control stations and at stag-
gered intervals to allow each crew to
operate the equipment. If either con-
trol system is not functional, further
operations shall be suspended until the
nonfunctional, system is operable. The
test every 7 days is not required for
blind or blind-shear rams. The blind or
blind-shear rams shall be tested at
least once every 30 days during oper-
ation. A longer period between blowout
preventer tests is allowed when there is
a stuck pipe or pressure-control oper-
ation and remedial efforts are being
performed. The tests shall be con-
ducted as soon as possible and before
normal operations resume. The reason
for postponing testing shall be entered
into the operations log.

(3) Following repairs that require dis-
connecting a pressure seal in the as-
sembly, the affected seal will be pres-
sure tested.

(c) AIll personnel engaged in well-
workover operations shall participate
in a weekly BOP drill to familiarize
crew members with appropriate safety
measures.

(d) The lessee shall record pressure
conditions during BOP tests on pres-
sure charts, unless otherwise approved
by the District Supervisor. The test in-
terval for each BOP component tested
shall be sufficient to demonstrate that
the component is effectively holding
pressure. The charts shall be certified
as correct by the operator’s representa-
tive at the facility.

(e) The time, date, and results of all
pressure tests, actuations, inspections,
and crew drills of the BOP system, sys-
tem components, and marine risers
shall be recorded in the operations log.
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The BOP tests shall be documented in
accordance with the following:

(1) The documentation shall indicate
the sequential order of BOP and auxil-
iary equipment testing and the pres-
sure and duration of each test. As an
alternate, the documentation in the
operations log may reference a BOP
test plan that contains the required in-
formation and is retained on file at the
facility.

(2) The control station used during
the test shall be identified in the oper-
ations log. For a subsea system, the
pod used during the test shall be iden-
tified in the operations log.

(3) Any problems or irregularities ob-
served during BOP and auxiliary equip-
ment testing and any actions taken to
remedy such problems or irregularities
shall be noted in the operations log.

(4) Documentation required to be en-
tered in the operation log may instead
be referenced in the operations log. All
records including pressure charts, oper-
ations log, and referenced documents
pertaining to BOP tests, actuations,
and inspections, shall be available for
MMS review at the facility for the du-
ration of well-workover activity. Fol-
lowing completion of the well-
workover actity, all such records shall
be retained for a period of 2 years at
the facility, at the lessee’s filed office
nearest the OCS facility, or at another
location conveniently available to the
District Supervisor.

[53 FR 10690, Apr. 1, 1988, as amended at 54
FR 50617, Dec. 8, 1989; 56 FR 1915, Jan. 18,
1991. Redesignated at 63 FR 29479, May 29,
1998]

§250.617 Tubing and wellhead equip-
ment.

The lessee shall comply with the fol-
lowing requirements during well-
workover operations with the tree re-
moved:

(a) No tubing string shall be placed in
service or continue to be used unless
such tubing string has the necessary
strength and pressure integrity and is
otherwise suitable for its intended use.

(b) In the event of prolonged oper-
ations such as milling, fishing, jarring,
or washing over that could damage the
casing, the casing shall be pressure

327



§250.618

tested, calipered, or otherwise evalu-
ated every 30 days and the results sub-
mitted to the District Supervisor.

() When reinstalling the tree, the
wellhead shall be equiped so that all
annuli can be monitored for sustained
pressure. If sustained casing pressure is
observed on a well, the lessee shall im-
mediately notify the District Super-
visor.

(d) Wellhead, tree, and related equip-
ment shall have a pressure rating
greater than the shut-in tubing pres-
sure and shall be designed, installed,
used, maintained, and tested so as to
achieve and maintain pressure control.
The tree shall be equipped with a min-
imum of one master valve and one sur-
face safety valve in the vertical run of
the tree when it is reinstalled.

(e) Subsurface safety equipment shall
be installed, maintained, and tested in
compliance with §250.801 of this part.

[53 FR 10690, Apr. 1, 1988, as amended at 54
FR 50617, Dec. 8, 1989; 55 FR 47753, Nov. 15,
1990. Redesignated and amended at 63 FR
29479, 29485, May 29, 1998]

§250.618 Wireline operations.

The lessee shall comply with the fol-
lowing requirements during routine, as
defined in §250.601 of this part, and
nonroutine wireline workover oper-
ations:

(a) Wireline operations shall be con-
ducted so as to minimize leakage of
well fluids. Any leakage that does
occur shall be contained to prevent pol-
lution.

(b) AIll wireline perforating oper-
ations and all other wireline operations
where communication exists between
the completed hydrocarbon-bearing
zone(s) and the wellbore shall use a lu-
bricator assembly containing at least
one wireline valve.

(c) When the lubricator is initially
installed on the well, it shall be suc-
cessfully pressure tested to the ex-
pected shut-in surface pressure.

[53 FR 10690, Apr. 1, 1988. Redesignated and
amended at 63 FR 29479, 29485, May 29, 1998]

Subpart G [Reserved]
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Subpart H—Oil and Gas
Production Safety Systems

§250.800 General requirements.

Production safety equipment shall be
designed, installed, used, maintained,
and tested in a manner to assure the
safety and protection of the human,
marine, and coastal environments. Pro-
duction safety systems operated in sub-
freezing climates shall utilize equip-
ment and procedures selected with con-
sideration of floating ice, icing, and
other extreme environmental condi-
tions that may occur in the area. Pro-
duction shall not commence until the
production safety system has been ap-
proved and a preproduction inspection
has been requested by the lessee.

§250.801 Subsurface safety devices.

(a) General. All tubing installations
open to hydrocarbon-bearing zones
shall be equipped with subsurface safe-
ty devices that will shut off the flow
from the well in the event of an emer-
gency unless, after application and jus-
tification, the well is determined by
the District Supervisor to be incapable
of natural flowing. These devices may
consist of a surface-controlled sub-
surface safety valve (SSSV), a sub-
surface-controlled SSSV, an injection
valve, a tubing plug, or a tubing/annu-
lar subsurface safety device, and any
associated safety valve lock or landing
nipple.

(b) Specifications for SSSV’s. Surface-
controlled and subsurface-controlled
SSSV’s and safety valve locks and
landing nipples installed in the OCS
shall conform to the requirements in
§250.806 of this part.

(c) Surface-controlled SSSV’s. All tub-
ing installations open to a hydro-
carbon-bearing zone which is capable of
natural flow shall be equipped with a
surface-controlled SSSV, except as
specified in paragraphs (d), (f), and (g)
of this section. The surface controls
may be located on the site or a remote
location. Wells not previously equipped
with a surface-controlled SSSV and
wells in which a surface-controlled
SSSV has been replaced with a sub-
surface-controlled SSSV in accordance
with paragraph (d)(2) of this section
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